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S270 CLEAN BEDDING DELIVERY SYSTEM

The Sure-VAC™ S270 Clean Bedding Delivery System is designed to pneumatically convey clean animal bedding from 
bulk storage to a bedding dispenser.     

Capacity
Convey clean bedding at minimum rate 
of 330lbs/hr [150kg/hr] throughout the 
system.

Dedicated Equipment Room
A typical system consists of a clean 
bedding supply inlet, transportation 
piping, and bedding dispenser. The vacuum 
producer, filtration unit, and control 
panel are typically located in a dedicated 
equipment room.
 

 Bulk Bag System  
Our I-Beam hoist and frame system is 
utilized for bulk bag bedding handling.  
Typically located in a storage room and 
positioned for convenient bulk bag delivery 
and handling.  Controls for the electric 
chain hoist system allow the operator to 
position a bulk bag above the load funnel.  
Clean bedding materials are pneumatically 
transported from the bulk bag loading 
system to a transfer separator located near 
a bedding dispenser.  A wide variety of 
options are available for bulk bag handling.

Bedding Dispenser
Clean bedding materials are dispensed 
from either a BetterBuilt® D200 Series rain-
fall type bedding dispenser or a BetterBuilt® 
C200 Series chute type bedding dispenser. 
Purchased separately, not included with 
Sure-VAC system.

Transportation Piping
Stainless steel 3” dia pneumatic tubing with 
large radius bends for directional change 
in either horizontal or vertical directions.  

All pipe connections are completed with 
conductive compression couplings.  Clean-
out ports will be provided in strategic 
locations that will allow location and 
clearing of clogs that may occur.  

Controls
User interface can be either standard 
pushbutton type with PLC microprocessor 
wall  mounted or with optional 5” 
touchscreen.  A remote mounted OFF 
switch and status buttons are also provided 
at the Bedding Dispenser location.

Transfer Separator
The transfer separator works in conjunction 
to replenish the bedding dispenser.  When 
the bedding supply in the dispenser is 
low, bedding material is automatically 
transferred from the bulk bag to the 
transfer separator.

Vacuum Producer
Engineered and sized to maintain proper 
transportation velocity for the application. 
A VFD is used to help extend the life span of 
the motor, to reduce energy consumption, 
and to control the system accurately. The 
central vacuum producer with its high 
efficiency drive motor is fully balanced 
to eliminate noise and vibration.  A filter 
is provided on the intake of the vacuum 
pump, to assure clean and safe operation.  
A silencer and unit insulation keep the 
noise level below 70 dB(A) at 3ft from the 
unit.  
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